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NOMENCLATURE 

𝜀̄∆𝜀 Equivalent strain, equivalent strain range 

𝜎̄,∆σ  Equivalent stress, equivalent stress range 

∆𝜀1  Strain range given by elastic analysis 

∆𝜀2  Plastic strain due to the primary stress range 

∆𝜀3  Plastic enhancement from the elastic stress 

∆𝜀4  Plastic increase from triaxiality 

∆𝜀𝑓𝑙 Strain amplification due to creep per cycle 

∆𝜀𝑣̄𝑜𝑙 Correction to strain range due to change to constant volume deformation in 

plasticity 

df Fatigue damage per cycle 

E Young’s Modulus 

Es Secant modulus 

𝐸̄ Effective elastic modulus 

Ks in R5: Factor applied to Sy to obtain material ratchet limit 

in RCC-MRx: symmetrisation coefficient 

K  Amplification coefficient (RCC-MRx) 

nj Number of applied cycles of type j 

Nj Allowable number of cycles of type j 

P Primary stress 

Pb  Bending stress 

PL  Local membrane stress 

Pm  Membrane stress 

F  Peak stress 

Q  Secondary stress 

S’y  Creep modified yield stress (R5) 

Sm  Allowable stress (RCC-MRx) 

Sy  The minimum monotonic 0.2% proof stress 

𝜎𝑟𝑒𝑓
𝑅   The rupture reference stress (R5) 

U  Creep usage factor due to primary loads (R5) 

V  Fatigue usage factor 

W  Creep usage rupture factor (RCC-MRx) 

 Poisson ratio 
𝛥𝜎̄𝑒𝑙,𝑟 Equivalent stress range adjusted by 𝛥𝜎𝑟𝐷 



𝛥𝜎𝑟𝐷 The stress relaxation drop  



ABSTRACT 

Creep-fatigue damage has been recognised as a critical failure mode for high-

temperature structures. In fusion power reactors, plasma-facing components endure complex 

loading conditions, resulting in high thermomechanical stresses. These components, often 

made from 316L material, joined to ferritic-martensitic steels, face significant challenges due 

to the interaction of various loads affecting their material properties and structural integrity. 

This paper compares internationally recognized methods for creep-fatigue assessment: the R5 

procedure and the RCC-MRx code.  

The study evaluates the differences and similarities in creep-fatigue assessments between these 

procedures, providing a global overview and a detailed comparison. The conservatism of both 

approaches are assessed by comparing the material properties dataset, total strain calculations, 

and lifetime estimates for 316L at 550 °C. Additionally, the welding assessment approaches of 

RCC-MRx and R5 are compared and applied to similar metal welds (316L-to-316L). Further, 

dissimilar Electron Beam Welded metals (316L-to-10CrMo9-10) are prepared, investigated 

and characterized using creep-fatigue experiments to compare the predicted service life using 

RCC-MRx. 

  



INTRODUCTION 

Creep-fatigue damage has been recognised as a significant and potentially life-limiting 

failure mode for high-temperature structures since the middle of the 1960s [1]. Initially 

identified by the nuclear sector, its significance gained momentum with apprehensions 

regarding aerodynamic heating in aircraft and hypersonic flights [2]. Additionally, creep-

fatigue damage became a concern in the petrochemical, natural gas, and fossil power generation 

industries [3], as their facilities began to operate at increasingly higher temperatures and 

respond to fluctuating loads on the electrical grid, leading to failures attributed to creep-fatigue 

interaction [4]. 

In fusion power reactors, plasma-facing components endure challenging and multifaceted 

loading conditions, encompassing major thermal variations, electromagnetic loads including 

disruption events, pressure loads arising from cooling channel water, convective heat loads, 

thermal neutron loads, and irradiation [5]. Consequently, they face exceptionally high 

thermomechanical (steady-state and cyclic) stresses. Several components in a fusion power 

reactor (e.g. the vacuum vessel) will be made from 316L material and, in cases like DEMO, 

these structures are expected to be joined to ferritic-martensitic steels (e.g. where breeding 

blanket structures are joined to the vacuum vessel). There are currently knowledge gaps 

regarding the interaction of various loads on components, and how these interactions impact 

the performance and structural integrity of the components [6]. Among these interactions, 

creep-fatigue assessment remains a key parameter in predicting the service life of the 

components.  

Fatigue damage is typically, but not exclusively, defined as the initiation of a transgranular 

crack associated with a persistent slip band impinging on a grain boundary. In contrast, creep 

damage is generally an intergranular mechanism occurring at grain boundaries and associated 

with the nucleation, cavitation, and coalescence of cavities and voids [7]. This makes creep 

damage a distributed mechanism, occurring simultaneously at many locations in the material, 

whereas fatigue damage nucleates only at a few critical locations. The interaction of creep and 

fatigue, therefore, is not attributed to a single mechanism and depends on various parameters 

such as the material’s properties, temperature, and type of loading [8], [9]. 

To ensure a safe and reliable design, high-temperature design codes and procedures have 

evolved, incorporating years of experience in assessing the lifetime integrity of specific 

components. A crucial element in these rules is the inclusion of a creep-fatigue assessment, 

mandated for nuclear installations and fusion reactors, in cases where creep-fatigue is assumed 

to occur. For a prototypic fusion power reactor, it is assumed that primary fatigue damage is 

caused by the pulsed operation of the fusion reactor while creep damage occurs during 

operation at elevated temperatures. In the presence of creep, the fatigue life of a component is 

reduced. 

This paper compares internationally recognized methods for determining creep-fatigue 

initiation endurance: the R5 procedure [10] and the RCC-MRx code [11]. The detailed analysis 

highlights key similarities and differences in their assessment methodologies. 

The "Assessment Procedure for the High Temperature Response of Structures" known as the 

R5 procedure, has undergone a 45-year evolution within the UK nuclear industry. Developed 

by the Central Electricity Generation Board (CEGB) and now owned by EDF Energy Nuclear 

Generation Limited, these procedures are crucial for assessing Nuclear Power Plant component 

integrity at both high and low temperatures, considering creep-induced material degradation. 

They encompass the evaluation of defect-free structures, as addressed in design codes, and 

defect tolerance, a facet not covered by design codes. The R5 assessment procedures are used 

internationally and the R5 Volume 2/3 crack initiation procedure is instrumental in 



demonstrating the integrity of nuclear safety-significant components operating at high 

temperatures, including those with the highest reliability. 

RCC-MRx is a design code used for high-temperature reactors, fusion reactors, and research 

reactors. It outlines regulations encompassing material specifications, design criteria, 

fabrication processes, examination procedures, installation protocols, testing requirements, 

marking standards, and report preparation for components operating in conditions involving 

significant creep and/or irradiation. Originally formulated in 1983 based on insights from 

French fast sodium reactors (Phenix and Superphenix), the code was subsequently expanded 

in 2007 to include fusion applications (ITER Vacuum vessel) and in 2012 for research reactors 

(Jules Horowitz reactor). RCC-MRx, a pivotal reference code, has been instrumental in projects 

such as the Astrid project (Advanced Sodium Technological Reactor for Industrial 

Demonstration) in France, irradiation devices for the Jules Horowitz reactor in France, the 

primary circuit of MYRRHA (Multipurpose Hybrid Research Reactor for High-tech 

Applications) in Belgium, and the target of the European Spallation Source in Sweden.  

The aim of the present work is to evaluate the differences in creep-fatigue assessments between 

these procedures, acknowledging their inherent similarities but also identifying potentially 

substantive variations. The structure of this paper is organized to provide a global overview of 

the creep-fatigue life assessment using the R5 procedure and the RCC-MRx code, highlighting 

their main similarities and differences. Then, a detailed comparison is followed by an analysis 

of 316L material properties under identical conditions in both procedures and the impact of the 

variation of some material parameters on the assessment. The conservatism of these procedures 

is, then, evaluated by comparing both total strain calculations and lifetime estimates that are 

obtained using each procedure, for 316L at 550 °C.  

Following this, the RCC-MRx and R5 welding assessment approach is compared and applied 

to similar metal welds (316L-to-316L).  

Additionally, dissimilar metal weldments (DMW) 316L-to-10CrMo9-10 were prepared using 

the Electron Beam Welding (EBW) technique. The microstructure is investigated and creep-

fatigue experiments are conducted on these samples and compared to the predicted service life 

obtained using RCC-MRx.  

  



1. MATERIALS AND METHODS 
1.1. Creep-fatigue life assessment procedures 

A generic procedure for some creep-fatigue assessment procedures [10], [12], [13] is 

illustrated in FIGURE 1. The first step involves evaluating the external loads and thermal 

conditions that the component withstands during service life and describing the cyclic 

conditions. Using material properties and elastic finite element (FE) simulation, critical 

stress/strain locations are identified for creep-fatigue assessment. These locations are 

determined based on the creep or plastic strain observed at the end of the simulation. The 

simplest approach to determine the stress/strain condition is based on the post-processing of 

the FE simulation output, by considering the calculated stress and total strain (elastic, plastic, 

and creep) [14]. If data is unavailable, creep-fatigue tests are conducted under conditions 

similar to the identified critical locations to assess the damage summation diagram and 

determine criteria for creep-fatigue interaction in the studied alloy. The crack initiation locus 

in a creep-fatigue damage summation diagram should be validated through tests simulating the 

real cycle at the critical location. Although expensive, these benchmark tests are essential for 

validating the entire creep-fatigue damage assessment procedure. 

 

 
FIGURE 1: Generic flow diagram representing the analysis process adopted by many defect-free  

creep-fatigue assessment procedures  

 

1.2. Creep-fatigue interaction assessment in R5 vs. RCC-MRx  

In this paper, the creep-fatigue interaction approaches of R5 [10] and RCC-MRx [11] 

are used and compared. The R5 approach selected here is detailed in Volume 2/3: creep-fatigue 

crack initiation procedure for defect-free structures [10]. The RCC-MRx assessment applied 

here is detailed in Figure RB 3216a [11] corresponding to level A analysis criteria and 

negligible irradiation. 

1.2.1.  High-level comparison 

In this section, an overview of the main observations from comparing the two 

approaches is presented. Table 1 summarises the main similarities and differences between 

them. These points will be discussed in detail in the sections following Table 1 [15].  

Step 5
Procedure validation

Step 4
Damage calculation and determination of the failure criteria defined by the creep-fatigue interaction 

Step 3
Performance of creep-fatigue tests in conditions close to 

those of the critical locations
A comprehensive knowledge of the thermomechanical 

behavior in a wide range of temperature

Step 2
Stress/strain determination at critical locations (including weldments)

Step 1
Description of cyclic and testing 

conditions
Assessment of external applied 
solicitations during operation

Identification of material’s properties



Table 1: R5 and RCC-MRx creep-fatigue interaction global approaches comparison  

  Similarities Differences 
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 R5 and RCC-MRx use the same general approach to stress classification 

(primary, secondary and peak stresses). 

 

The approaches to protect against plastic collapse are generally similar 

but not identical. 

The stress limits for P damage prevention rules and against progressive 

deformation (S damage) are not the same. 
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Strain range calculation: 

• The elastic term in R5 corresponds to ∆𝜀1
̅̅ ̅̅̅ in RCC-MRx. 

• The plastic term in R5 to ∆𝜀3
̅̅ ̅̅ ̅ in RCC-MRx. 

• The volumetric strain ∆𝜀𝑣𝑜𝑙
̅̅ ̅̅ ̅̅ ̅ in R5 is similar to ∆𝜀4

̅̅ ̅̅ ̅ in RCC-MRx 

but with K  calculated directly. 

• Both approaches use Neuber construction for the elastic-plastic 

strain. 

 

Both approaches use the fatigue usage factor definition (with different 

terminology) and fatigue curves. 

In the strain range calculation, there is not an equivalent term to ∆𝜀2
̅̅ ̅̅ ̅ 

(RCC-MRx) in R5. 

 

R5 proposes two methods for strain calculation (simplified and detailed). 

 

In R5, the calculation of the fatigue damage df per cycle is related to 

crack nucleation and can be adjusted to account for the initiation of a 

defect of a given size, whereas the RCC-MRx use the endurance curves 

defined from a specific load drop which can correspond to a relatively 

large crack size. 
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To estimate creep rupture time or creep endurance, the minimum creep 

rupture stress curves are used in RCC-MRx and R5. 

R5 uses a ductility exhaustion approach to assess creep damage, whereas 

RCC-MRx uses a time-fraction approach: 

• In RCC-MRx, creep strain uses creep laws which consider creep 

time. 

• In R5, stress relaxation data is used for creep strain calculation. 

• The definition of the stress used as input to the creep rupture curves 

differs between the approaches of the two codes even if the basic 

approaches are quite similar. 

• In RCC-MRx, the creep usage rupture factor W is used and is 

different from dc creep damage used in R5. 

In
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The use of a creep-fatigue interaction diagram for the determination of 

the allowable cycle before failure. If the assessment point falls within 

the envelope, the crack initiation is avoided. If the point falls on or 

outside the envelope, then crack initiation is predicted. 

 

 

The interaction diagram in RCC-MRx uses the fatigue usage fraction V 

and the creep usage fraction W, and the one used in R5 is coupling 

fatigue damage df  and creep damage dc. 
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The weld assessment is based on the parent metal assessment after 

applying specific factors. 

 

There is a correspondence between weld types: 

• Type 1 in R5 corresponds to I.1, I.2, I.3, II.1 in RCC-MRx 

• Type 2 in R5 corresponds to III.1, III.2 in RCC-MRx 

• Type 3 in R5 corresponds to V, VI, and VII in RCC-MRx 

In R5, the strain range is multiplied by a weld strain enhancement factor 

(WSEF). It is not necessary to multiply the portion of the cycle that 

includes the dwell by the WSEF. Creep dwell stress is enhanced before 

calculating the creep strain but the WSEF is then only multiplied by the 

plastic strain range and volumetric strain. The R5 assessment includes 

the effects of residual stresses for an initial calculation of some 

relaxation damage which is not normally significant and the impact of 

the weld geometry (weld cap angle, dressed or undressed weld). 

 

In RCC-MRx, stress calculation depends on the welding type (full or 

partial penetration). For P and S damage checks and creep-fatigue 

interaction, the assessment is done by multiplying the limits and parent 

curve by factors (n, Jf, Jt, f) which depend on the weld type and the 

examination applied. 
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Each code has its exclusive database from which the data should be used: 

R66 for R5, and the appendixes of RCC-MRx 

There are some differences in material properties in R66 and  

RCC-MRx for the same materials at the same conditions that can 

influence the conservatism of the approach 



1.2.2. Analysis approach and stress classification 

R5 and RCC-MRx apply the same general approach to general stress classification, where 

the stresses are split into: 

• primary stresses P (Pm, Pb, and PL), 

• secondary stresses Q, and 

• peak stresses F. 
 

1.2.3. Plastic collapse and stress limits 

The approaches to protect against plastic collapse are generally similar but not identical in 

RCC-MRx (P damage prevention rules) and R5 for load-controlled stresses. The approaches 

consider basic design limits for Pm and PL+Pb to a prescribed stress threshold defined as: 

𝑃𝑚  ≤ 𝑋 (1) 

𝑃𝐿 + 𝑃𝑏 ≤ 1.5𝑋 (2) 

where X is: 

• The allowable stress Sm in RCC-MRx (RB 3251.11 [11]). 

• 
2

3
𝑆′𝑦 in R5 [10]. For austenitic and ferritic steels, the creep-modified yield stress S’y=Sy. 

Sy is the minimum monotonic 0.2% proof stress. 

In the negligible irradiation and significant creep condition, type P damage prevention rules in 

RCC-MRx propose additional requirements, as detailed in RB 3252.11 [11].  

R5 provides the following checks against plastic collapse or excessive plastic deformation 

when including the secondary equivalent stress against the total stress range: 

∆(𝑃𝐿 + 𝑃𝑏 + 𝑄)  ≤ 2𝑆′
𝑦 (3) 

∆(𝑃𝐿 + 𝑃𝑏 + 𝑄) ≤ 2.7𝑆′𝑦 (4) 

(3) is for ferritic steels and (4) for austenitic stainless steels. 

RCC-MRx applies checks on the applied loads to prevent progressive deformation from cyclic 

loads (S damage) as: 

max(𝑃𝐿 + 𝑃𝑏) + ∆𝑄 ≤ 3𝑆𝑚 (5) 
 

1.2.4. Creep fatigue assessment 

The general approach in RCC-MRx and R5 to calculate the fatigue usage factor (with 

different terminology) is given by: 

𝑉 = ∑(
𝑛𝑗

𝑁𝑗
)

𝑗

 (6) 

where: 

• nj is the number of applied cycles of type j 

• Nj is the allowable number of cycles (of type j) and is calculated using the determined 

total strain range. 

In RCC-MRx, the total strain range used in the fatigue assessment (RB 3261.1123) is calculated 

in the case of significant creep as follows: 

∆𝜀̅̅ ̅ = ∆𝜀1
̅̅ ̅̅̅ + ∆𝜀2

̅̅ ̅̅̅ + ∆𝜀3
̅̅ ̅̅̅ + ∆𝜀4

̅̅ ̅̅̅ + ∆𝜀𝑓𝑙
̅̅ ̅̅ ̅ (7) 

  

where: 

• ∆𝜀1
̅̅ ̅̅̅ is the strain range given by elastic analysis, 

∆𝜀1
̅̅ ̅̅̅ =

2

3
(1 + ν). (

∆𝜎𝑡𝑜𝑡
̅̅ ̅̅ ̅̅ ̅

𝐸
) (8) 

∆𝜎𝑡𝑜𝑡
̅̅ ̅̅ ̅̅ ̅ = ∆(𝑃 + 𝑄 + 𝐹)̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅  (9) 



• ∆𝜀2
̅̅ ̅̅̅ is the plastic increase in strain due to the primary stress range at the point under 

examination and equal to: 

∆𝜎̅̅̅̅ = Δ[𝑃𝑚 + 0.67(𝑃𝑏 + 𝑃𝐿 − 𝑃𝑚)]̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅  (10) 

  

The ∆𝜀2
̅̅ ̅̅̅ value is calculated along the path “b-c” shown in FIGURE 2. ∆𝜀2

̅̅ ̅̅̅ is generally 

very low compared to ∆𝜀1
̅̅ ̅̅̅ and can be practically ignored [6].  

• ∆𝜀3
̅̅ ̅̅̅ represents the plasticity enhancement from the initial elastic stress. This follows a 

Neuber construction where ∆𝜎̅̅̅̅ . ∆𝜀̅̅ ̅ is constant, allowing the analyst to move from a 

point given by (∆𝜀1
̅̅ ̅̅̅ + ∆𝜀2

̅̅ ̅̅̅, ∆𝜎𝑒𝑙
̅̅ ̅̅ ̅̅ ) to the intersection with the cyclic stress-strain curve. 

The additional strain is defined along path “c-d” as ∆𝜀3
̅̅ ̅̅̅, as shown in FIGURE 2 and in 

Figure RB 3261.1123 in [11]. 

• ∆𝜀4
̅̅ ̅̅̅ provides the plastic increase from triaxiality. This is given by: 

∆𝜀4
̅̅ ̅̅̅ = (𝐾𝜐 − 1)∆𝜀1

̅̅ ̅̅̅ (11) 

where K is provided from look-up tables [11] for specific temperature and stress range. 

• ∆𝜀𝑓𝑙
̅̅ ̅̅ ̅ is the additional creep strain over each cycle in cases where creep is deemed 

significant. The strain is dependent on the elastic-plastic stress range. The strain 

amplification due to creep per cycle is calculated using the creep law given in A3.54 

[11] and a specific stress k detailed below. 

 

 
FIGURE 2: Graphical description of how to determine ∆𝜀2

̅̅ ̅̅̅ and ∆𝜀3
̅̅ ̅̅̅ using the cyclic curve (from [6]) 

To calculate N, the allowable number of cycles or the number of cycles to failure, the value of 

∆𝜀̅̅ ̅ is used with the fatigue curves given in A3.47 [11].  

In R5, different methods can be used to estimate the total strain used for creep-fatigue 

assessment: 

 

- Simplified method [10] 

This method is used if creep effects can be neglected or when the creep dwell starts at the 

hysteresis loop tip (C in FIGURE 3) and the elastic follow-up is assumed to be moderate  

(Z < 5).  

The total strain range 𝛥𝜀𝑡̄ is obtained as follows: 

vol

β/1

t ε 
A

σ
 + 

E

σ
ε +



















 
=  (12) 

where: 



• 𝐸̄ = 3𝐸/2(1 + 𝜈) 

• The total strain range 𝛥𝜎̄ is obtained by solving  

𝛥𝜎̄𝑒𝑙,𝑟𝛥𝜀𝑒̄𝑙,𝑟 =
(𝛥𝜎̄𝑒𝑙 + 𝛥𝜎𝑟𝐷)2

𝐸̄
= 𝛥𝜎̄ [

𝛥𝜎̄

𝐸̄
+ (

𝛥𝜎̄

𝐴
)

1/𝛽

] (13) 

rDelr,el +=  (14) 

𝛥𝜀𝑒̄𝑙,𝑟 = 𝛥𝜎̄𝑒𝑙,𝑟/𝐸̄ (15) 

rD is the stress drop under constant strain creep relaxation 

• vol  is the enhancement due to the constant volume deformation which occurs during 

plastic strain and estimated from: 

𝛥𝜀𝑣̄𝑜𝑙 = (𝐾𝜈 − 1)𝛥𝜀𝑒̄𝑙,𝑟 (16) 

𝐾𝜈 = (
1 + 𝜈̄

1 + 𝜈
) (

1 − 𝜈

1 − 𝜈̄
) (17) 

𝜈̄ = 𝜈
𝐸𝑠

𝐸̄
+ 0.5(1 −

𝐸𝑠

𝐸̄
) (18) 

𝐸𝑠 =
𝛥𝜎̄

[𝛥𝜎̄/𝐸̄ + (𝛥𝜎̄/𝐴)
1

𝛽⁄
]
 (19) 

 

 

- Detailed method for the enhancement of strain range in the presence of creep 

 

This method (detailed in Appendix 07 [10]) is based on the construction of the adjusted 

hysteresis material cyclic curve, starting with the construction of the half cycle not including 

creep for the off-peak dwell cycle (ABC in FIGURE 3). Construction details are given in 

A7.5.3 [10].  



 
FIGURE 3: Schematic of simple hysteresis curve with creep relaxation (from [10]) 

The loop positioning on the stress axis is carried out using the KsSy limits primarily to define 

𝜎𝐷. The stress range for this half-cycle corresponding to the stress at the start of creep is then 

calculated by solving: 

 

Da,el*

N
β

1

DN
DN

2

a,el
for0 = 

A
  

Ε
)(  

Ε
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
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


















 
+

+
+−
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(20) 

where:  

• 𝜎𝑁 is the stress at the intersection between the Neuber construction curve and the 

appropriate half-cycle representation of the stress-strain range relationship. 

• A* is a modified Ramberg-Osgood parameter 

• β is the Ramberg-Osgood parameter β for the cyclic material curve 

• 𝛥𝜎̄𝑒𝑙,𝑎 is the adjusted elastic stress range. 

• 𝐸̄ is the modified Young's modulus ν))3E/(2(1E +=  

• 𝜎𝐷 is the datum stress, a stress offset. The value of this stress varies depending on the 

curve being used. Its value is defined for each construction phase in the A7.5.3 [10]. 

 

The drop in stress ΔσrD (CD in FIGURE 3) is estimated from suitable relaxation data, available 

in material property handbooks such as R66 [16]. The total strain range 𝛥𝜀𝑡̄ is then calculated 

from the sum of the greatest half-cycle strain range and its corresponding volumetric strain 

enhancement 𝛥𝜀𝑣̄𝑜𝑙: 

𝛥𝜀𝑣̄𝑜𝑙  =  (𝐾𝜈 − 1)𝛥𝜀𝑒̄𝑙 (21) 
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In R5 fatigue assessment, the fatigue damage per cycle 𝑑𝑓 corresponding to the cyclic strain 

range 𝛥𝜀𝑡̄ is defined as:  

 

𝑑𝑓  =  
1

𝑁0
 (22) 

where: 

• N0 is the number of cycles to initiate a crack of size a0 under continuous cycling 

conditions at strain range 𝛥𝜀𝑡̄.  

𝑁0 = 𝑁𝑖 + 𝑁′𝑔 (23) 

• Ni corresponds to the number of cycles for crack nucleation 

𝑙𝑛( 𝑁𝑖) = 𝑙𝑛( 𝑁ℓ) − 8.06𝑁ℓ
−0.28 (24) 

• Nl is determined using the endurance data available in material property handbooks [16] 

and the total strain range 𝛥𝜀𝑡̄ 

• N’g corresponds to the number of cycles for crack growth, which is not considered in 

this paper. 

 

In RCC-MRx, the creep usage rupture factor W is calculated using the following equation: 

𝑊 = ∑(
𝑡𝑘

𝑇𝑘
)

𝑘

 (25) 

where: 

• tk is the creep time of cycle type k  

• Tk is the allowable time for that condition to cause creep rupture using the creep rupture 

curves Sr with an enhanced stress level 
𝜎𝑘

0.9
. 

• k is calculated as detailed in RB 3262.1123 [11] 

𝜎𝑘 = 𝑃̅𝑚𝑎𝑥 + 𝐾𝑠. ∆𝑆∗̅̅ ̅̅ ̅ (26) 

• 𝑃̅𝑚𝑎𝑥 is the maximum value of the equivalent primary stress during the temperature 

maintenance time 

𝑃̅𝑚𝑎𝑥 = 𝑀𝑎𝑥[𝑃𝑚 + 0.66(𝑃𝑏 + 𝑃𝐿 − 𝑃𝑚)]̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅̅ ̅ (27) 

• Ks in RCC-MRx corresponds to the symmetrisation coefficient obtained using the curve 

A3.46 [11] and is different from Ks used in R5 which is applied to Sy to obtain material 

ratchet limit. 

• ∆𝑆∗̅̅ ̅̅ ̅ is the variation of the secondary stress (RB 3262.1123b in [11]) 

 

Using the minimum creep rupture stress curves Sr given in A3.53 [11], it is possible to 

determine the creep rupture time at a Sr value equal to 
𝜎𝑘

0.9
. 

In RCC-MRx, the fatigue usage fraction V(∆𝜀̅̅ ̅) and the creep rupture usage fraction W() are 

used in conjunction with the creep–fatigue diagram given in A3.55 [11] (FIGURE 4a) to 

determine the number of cycles to failure in the presence of creep. 

 



 
-a- 

 
-b- 

FIGURE 4: Creep-fatigue interaction diagram for 316L in RCC-MRx (-a-) and the damage curve in R5 (-b-) 

A distinguishing feature of the R5 method is that it adopts a ductility exhaustion approach to 

assess creep damage rather than a time fraction approach as in other codes [17]. The creep 

damage per cycle dc is therefore given by: 

𝑑𝑐 = ∫
𝜀̄𝑐̇

𝜀𝑓̄(𝑓𝑎𝑐𝑡𝑜𝑟𝑠  𝑎𝑓𝑓𝑒𝑐𝑡𝑖𝑛𝑔  𝑑𝑢𝑐𝑡𝑖𝑙𝑖𝑡𝑦)

𝑡ℎ

0

𝑑𝑡 (28) 

where: 

• 𝜀̄𝑐̇ is the instantaneous equivalent creep strain rate during the dwell period 

• 𝜀𝑓̄ is the appropriate creep ductility 

• th is the duration of the creep dwell 

For the case involving a tensile dwell where it is assumed that the most onerous stress state 

during the dwell period applies at all times and that the creep ductility is independent of stress 

and strain rate and equal to the lower shelf ductility 𝜀𝐿 suitably factored to take into account of 

stress state (𝜀𝐿̅), the creep damage per cycle is given by: 

𝑑𝑐 =
𝑍∆𝜎̅′

𝐸̅𝜀𝐿̅

 (29) 
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where: 

• Z is the elastic follow-up factor 

• ∆𝜎̅′ is the equivalent stress drop allowing for elastic follow-up 

The creep strain is then obtained using the following equation: 

∆𝜀𝑐 =
𝑍∆𝜎𝑟𝐷

𝐸̅
 (30) 

The total creep-fatigue damage 𝐷 for the loading history is found by linear summation of the 

fatigue and creep damage increments for each cycle type: 

𝐷 = 𝐷𝑓 + 𝐷𝑐 (31) 

where: 

𝐷𝑓 = ∑
𝑛𝑗

𝑁0𝑗
𝑗

= ∑ 𝑛𝑗𝑑𝑓𝑗

𝑗

 (32) 

𝐷𝑐 = ∑ 𝑛𝑗𝑑𝑐𝑗

𝑗

 (33) 

 

nj is the number of service cycles of type j and Noj, dfj and dcj are the values of N0, df and dc 

corresponding to that cycle type. The parameters Df and Dc are used to define the Damage 

diagram (FIGURE 4b). 

If the assessment point (Dc, Df) falls within the envelope (D<1), then crack initiation is avoided. 

If the point falls on or outside the envelope (D  1), then crack initiation is predicted.  



1.2.5. Weld treatment 

Historically, weldments have been analyzed in R5 as the parent material; the difference 

in the behaviour of the weldment compared to the parent material is addressed using a Fatigue 

Strength Reduction Factor (FSRF). The FSRF considers reductions in fatigue endurance and 

enhancements in strain due to material mismatch and local geometry effects. Two separate 

assessment routes are provided for weldments in the undressed (as-welded) and dressed 

conditions. In both instances, FSRFs are used to enhance the strain range, reducing the 

endurance of the weldment in both cases. For dressed welds peak (F) elastic stresses are used 

to evaluate the start of dwell stress values. For undressed welds, linearized stresses are 

employed and the FSRF-modified strain is utilized to determine the start of dwell stress. 

It was generally recognized that the approach above is overly pessimistic, and rather than 

incorporate geometrical and material effects, the new modified approach, which is described 

in detail in FIGURE 5, separates the two effects. 

 

 
FIGURE 5: Schematic of the modified route showing the split of FSRF into WSEF and WER  

 

The procedure corresponding to metal weldments is described in Appendix A4 [10]. This 

appendix provides a procedure for the assessment of austenitic and ferritic steel weldments 

based on FIGURE 5, but including a modification to the approach used to account for stress 

concentration effects. The calculation of creep-fatigue damage is covered in Section 8 and 

Figure A4.4 [10].  

It applies to dressed and undressed weldments and utilizes a single assessment route for both 

types of weldments.  

The new approach in R5 separates the existing FSRF into the following components [10], [17]: 

• a Weld Strain Enhancement Factor (WSEF), which accounts for strain enhancement 

due to the weldment geometry (if applicable) and the material mismatch between 

weldment zones.  

• a Weld Endurance Reduction (WER), which accounts for the fatigue endurance 

reduction due to the presence of small imperfections (e.g. inclusions, porosity etc.) 

Further, the modified procedures have been simplified by adopting a single route both for 

dressed and undressed weldments through the use of linearized stresses.  
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Firstly, the applicable elastic strain range is determined. If an undressed weld is being 

considered the local stress range is enhanced by a Stress Concentration Factor (SCF). It should 

be applied to the linearized stress: 

𝑆𝐶𝐹 = (
𝜃

30
)0.5 

 
(34) 

where   is the weld cap angle in degrees,  is taken as 1.15 for undressed welds and 1 for 

dressed welds. 

The WSEF is applied to the plastic strain range including volumetric correction 𝛥𝜀𝑡̄1. Then, 

adding the increase in creep strain during the dwell 𝛥𝜀𝑐̄: 

 
𝛥𝜀𝑡̄ = 𝑊𝑆𝐸𝐹. 𝛥𝜀𝑡̄1 + 𝛥𝜀𝑐̄ (35) 

 

The resulting strain range 𝛥𝜀𝑡̄ is then used to calculate the fatigue damage, which is calculated 

using either the reduced parent material fatigue endurance curve (i.e. reduced by the WER) or 

the weld metal fatigue endurance curve, whichever is lower. So, both the WER and WSEF are 

used in the calculation of fatigue damage.  

WSEF values depend on the R5 Weld Type and the parent material as described in TABLE 2. 

 
TABLE 2: WSEF values depending on weld type and the parent material 

R5 Weld type 
RCC-MRx corresponding 

type 

WSEF 

Austenitic 

weldments 

Ferritic 

weldments 

1 I.1, I.2, I.3, II.1 1.16 1.5 

2 III.1, III.2 1.23 2.5 

3 V, VI, VII 1.66 3.2 

 

Weld assessment conducted using RCC-MRx is based on the calculation of structure behaviour 

without considering the mechanical properties of welds. Then, specific factors are applied for 

the assessment. 

The stress calculation in the weld depends on the welding type: full penetration (RB 3293.1 in 

[11]) or partial (RB 3293.2 [11]). In the case of full penetration, the stresses are calculated as 

if the two assembled parts formed a single continuous piece without any welding. 

To check the compliance with rules preventing P damage, the rules are the same as presented 

in §1.2.3 however, Sm is replaced by n.Jm.Sm where: 

• n is the weld coefficient, which depends on the type of joining and control type 

(Table RB 3291.1 in [11]). 

• Jm is the welding characteristic coefficient (table A9 in [11]). 

Fatigue and creep assessment of the weld approach (S damage prevention) is similar to that 

presented above, with the following differences: 

• A reduction factor f to the calculated stress to consider local stress concentrations 

inside the weld or on the surface. The value of f depends on the type of weld and 

controlling technique (Table RB 3292.112 in [11]). 

• The fatigue weld reduction factor Jf is applied to fatigue curves of the parent in 

cases where fatigue curves of the weld (A9 in [11]) are not available. 

• The allowable stresses Sr of the parent is replaced by n.Jr.Sr. 

In the case of dissimilar welds, the properties of the weakest joined materials are selected for 

the weld assessment.  

  



2. RESULTS AND DISCUSSION 
2.1.  Materials properties comparison 

A comparison of material properties of 316L [18] versus temperature used in the R5 

assessment (based on data in R66 [16]) and those used in the RCC-MRx assessment (based on 

data in that code) were made.  

It was noticed for 316L that there were significant differences in some material properties for 

specific temperatures. 

FIGURE 6a and FIGURE 6b compare respectively Young's modulus and minimum values of 

RP0.2% of 316L versus the temperature defined by the two codes. The values are almost the same 

up to 300 °C. Beyond this temperature, the values proposed by the RCC-MRx become more 

conservative than those used in R5. 

 

 
-a- 

 
-b- 

 
FIGURE 6: 316L Young modulus (-a-) and minimum values of Rp0.2% (-b-) vs temperature  

 

It is worth mentioning that the tensile properties have undergone revision since the edition of 

R66 [16] used in this comparison. 

FIGURE 7a and FIGURE 7b compares the thermal properties (thermal conductivity and 

thermal expansion coefficient respectively) of 316L defined by the two codes. In the case of 

thermal properties, RCC-MRx provides higher, and so more conservative, values than R5 for 

316L as a higher thermal expansion coefficient will induce higher thermal stresses [19]. 
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-a- 

 

-b- 

FIGURE 7: 316L thermal conductivity (-a-) and instantaneous thermal expansion coefficient (-b-) vs temperature 

FIGURE 8 compares fatigue curves for 316L provided by the two codes at 550 °C.  

RCC-MRx provides more conservative values than those available and used in R5. 

  
FIGURE 8: 316L lower bound allowable fatigue strain range values vs numbers of fatigue cycles at 550 °C 

FIGURE 9 compares the lower bound allowable creep rupture stress versus corresponding 

creep hours at 550 °C provided by the two codes. The comparison of the data shows that the 

available values used in R5 are more conservative than those in RCC-MRx for the same value 

of creep rupture stress. It is worth mentioning that the stress used as input to the creep rupture 

curves differs between the approaches as explained above. The reference stress used in R5 

seems to be lower than k  used in RCC-MRx [20].  
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FIGURE 9: 316L lower bound allowable creep rupture stress range values vs creep hours at 550 °C 
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2.2. Strain calculation comparison 

The strain calculation approaches used in RCC-MRx and R5 (simplified and detailed) 

presented in §1.2.4 were used to calculate elastic, elastic-plastic, volumetric, and total strains 

for 316L at 550 °C. A total stress range of 400 MPa and a dwell time of 300 hours were selected. 

Pm and PL+Pb values selected are the maximum values satisfying Eq. (1) and Eq. (2). 

The approach to calculating the strain range that is input to the creep-fatigue assessment does 

differ between the two codes however there are many similarities. 

The elastic term in R5 in Eq. (12) corresponds to ∆𝜀1
̅̅ ̅̅̅ in RCC-MRx (§1.2.4), the plastic term 

to ∆𝜀3
̅̅ ̅̅̅ and the volumetric strain ∆𝜀𝑣𝑜𝑙

̅̅ ̅̅ ̅̅ ̅ is similar to ∆𝜀4
̅̅ ̅̅̅ but with K  calculated directly. There 

is not an equivalent term to ∆𝜀2
̅̅ ̅̅̅ in R5 as this considers a mean plastic enhancement from 

primary loads which is typically very small. 
 

 
FIGURE 10: 316L strain calculation comparison at 550 °C between RCC-MRx and R5 

FIGURE 10 represents a comparison between the calculated strains using RCC-MRx and R5 

(simplified and detailed approaches).  

The R5 simplified method results in larger estimates of plastic strain range than the detailed 

route which leads to accurate prediction of stress levels. These differences are negligible in the 

present load case. 

The total strain calculated using RCC-MRx for 316L at 550 °C under 400 MPa stress load is 

higher than the one estimated using R5, and so, RCC-MRx is more conservative. 

2.3. Influence of material data variation on the assessment 

It is worth mentioning that material data used in the R5 calculation are from R66 and differ 

from those used in RCC-MRx at 550 °C. And so, the differences between the strain values are 

related to the differences in the assessment approaches in addition to the material properties.  

Indeed, when we use the R66 material data (E, , the cyclic curve) of 316L at 550 °C in the 

RCC-MRx assessment, the elastic and plastic strains calculated using the RCC-MRx procedure 

are quite similar to the one evaluated using R5 as shown in FIGURE 11. 𝐾𝜈 value used for the 

calculating ∆𝜀4 in Eq. (11) remains unmodified (from A3.3S.463 [11]), as the derivative 

equation for 𝐾𝜈 values tabulated in A3.3S.463 (RCC-MRx) differs from that in Eq. (17) of the 

R5 assessment. 
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FIGURE 11: 316L strain calculation comparison at 550 °C between RCC-MRx (using R66 data) and R5 

 

The most significant source of variation between the two codes in calculating total strain is the 

materials properties. By switching material properties, the values of elastic and plastic strain 

are quite similar, and their contribution in total strain calculation is significant. The second 

source of variation is the volumetric strain, due to differences in 𝐾𝜈 calculation between the 

codes. The values given in RCC-MRx (K=1.15 in A3.3S.463 [11]) are higher than those 

calculated in R5 (K=1.031 for the simplified method and K=1.062 for the detailed method). 
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In another example of material property influence, the influence of the variation of the 

K factor on the assessment has been investigated. This factor is used in the calculation of ∆𝜀4
̅̅ ̅̅̅ 

in RCC-MRx, equivalent to the volumetric strain correction ∆𝜀𝑣𝑜𝑙
̅̅ ̅̅ ̅̅ ̅ in R5.  

K values are provided in look-up tables for specific temperatures and stress ranges [11], and 

vary between 1.12 and 1.17 for 316L. FIGURE 12a shows strains calculated using three 

different values of K, illustrating its impact on the calculation of allowable fatigue cycles 

(FIGURE 12b). The variation in K can result in a difference of +/- 80 cycles in the assessment. 

 

 
-a- 

 
-b- 

FIGURE 12: Impact of the K variation on the strain values (-a-) and the allowable fatigue cycles (-b-) 
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2.4. Creep-fatigue life prediction 
2.4.1. Study case 1: 316L 

To assess creep-fatigue interaction for 316L at 550 °C under a total stress range of 400 MPa 

and a dwell time of 300 hours, creep strain is calculated and added to the total strain: 

• ∆𝜀𝑓𝑙
̅̅ ̅̅ ̅ used in RCC-MRx is calculated thanks to the creep law given in A3.54 [11]. 

∆𝜀𝑓𝑙
̅̅ ̅̅ ̅(%)=0.36 

• ∆𝜀𝑐
̅̅ ̅̅̅ used in R5 is calculated using the stress drop ΔσrD, Z and 𝐸̄ (A11 of [10]). 

∆𝜀𝑐
̅̅ ̅̅̅(%)=0.008 

R5 uses creep ductility, where RCC-MRx uses a time-fraction approach and so the latter is 

likely to calculate greater creep damage over a set time period despite having a lower average 

stress drop. 

In R5, fatigue and creep damage per cycle, df and dc respectively, are calculated using the 

equations (22), (29) and (31): 

• df=2.76E-05 

• dc=9.40E-04 

• D=df+dc=0.000968 

Considering FIGURE 4b corresponding to the crack initiation envelope, the allowable creep-

fatigue cycles before crack initiation are predicted in TABLE 3.  

 

In RCC-MRx, using fatigue curves (Table A3.3S.47 in [11]) and the total strain including the 

creep strain, the allowable fatigue cycles are 999 cycles. Using creep curves (Table A3.3S.53a 

in [11]), the allowable creep hours are 2977 hours leading to a creep usage fraction W()=0.1.  

From the 316L creep fatigue diagram (FIGURE 4a), the allowable creep-fatigue cycles before 

rupture with a dwell time of 300 hours are predicted in TABLE 3. 

 
TABLE 3: Allowable creep-fatigue cycles calculated using R5 and RCC-MRx approaches 

 R5 RCC-MRx 

Allowable creep-fatigue cycles 1033 750 

 

In addition to the more conservative aspects of strains calculated using RCC-MRx in 

comparison with R5, the difference between the allowable creep-fatigue cycles obtained using 

the two codes can be justified by the following: 

• the approach in R5 considered here is related to crack nucleation and can be adjusted 

to account for the initiation of a defect of a given size, whereas the RCC-MRx use the 

endurance curves defined from a specific load drop (which can correspond to a 

relatively large crack size).  

• the differences in material properties and the rupture curves used (FIGURE 8 and 

FIGURE 9) between the two codes also have an impact on the results.  

• the treatment of creep and fatigue damage in R5 and RCC-MRx are not similar. R5 

considers a linear addition of the two damage values, whereas, RCC-MRx uses an 

interaction between creep strain and fatigue damage. 

• the stress relaxation due to creep is not considered in version 2018 of RCC-MRx [11] 
  



2.4.2. Study case 2: 316L similar metal weld 

Creep-fatigue assessment of welded 316L samples (full penetration, Type I.1) at 550 °C 

under a total stress range of 400 MPa and a dwell time of 300 hours was performed using R5 

and RCC-MRx. 

 

The RCC-MRx assessment is performed after applying: 

• a reduction factor f=1 from Table RB 3292.112 in [11] (considering a weld type I.1 and 

surface or volume control after welding). This factor is applied to the stress value. As 

the welding is full penetration the stress calculation is done as if the two assembled 

parts formed a single continuous piece. 

• a fatigue weld reduction factor Jf=1.25 is applied to the fatigue curves of the parent 

316L. The fatigue curve of 316L (FIGURE 8) was used after applying Jf. 

• the allowable stresses Sr of the weld Srjs for 316L parent are given in table A9.J3S.53 

in [11]. 

Based on allowable creep hours of 718 (from 316L creep data at 550 °C given in Table 

A9.J3S.53 in [11]), W()=0.41 with the dwell time of 300 hours. 

The allowable fatigue cycles are 392 (from 316L fatigue curve at 550 °C given in FIGURE 8 

after applying the JF  factor). 

Using the creep-fatigue interaction diagram of 316L (FIGURE 4a), the allowable creep-fatigue 

cycles are 100 cycles.  

R5 weld assessment is conducted as described in §1.2.5: 

• WSEF=1.16 (type I weld) 

• the selected weld is a dressed weld (=1) without a weld cap ( = 0) and so the SCF 

defined in Eq. (34) is not considered here.  

• The enhanced strain corresponding to the plastic and volumetric strain is 𝛥𝜀𝑡̄1(%)=0.24 

• Creep strain increment per cycle is estimated using the Eq. (30) (considering Z=1) 

𝛥𝜀𝑐̄(%)=0.007 

• And so, the fatigue strain range 𝛥𝜀𝑡̄(%)=0.38 is evaluated using the Eq. (35) 

The number of cycles to failure Nf used for fatigue damage calculation is estimated using the  

Eq. (9.3) in R66 [16] corresponding to type 316 weld metal. Using this data and Eq. (22), the 

fatigue damage is calculated: 

• df=1.6E-05 

Creep damage dc and the total damage are calculated using equations (29) and (31): 

• dc=1.26E-03 

• D=df+dc=0.001279 

 

Considering FIGURE 4b corresponding to the crack initiation envelope, the allowable  

creep-fatigue cycles before crack initiation are 782 cycles for a dwell time of 300 hours. 

TABLE 4 gives additional combinations of allowable creep-fatigue cycles for 316L-316L at 

550 °C. 

 

 



TABLE 4: Creep-fatigue assessment of 316L-316L using RCC-MRx and R5 

Dwell time (hours) 

Allowable cycles 

RCC-MRx R5 

300 100 782 

200 140 964 

100 275 1460 

50 340 2373 

 

The weld assessment using RCC-MRx is more conservative than the weld assessment done 

using R5.  

In addition to the previously identified sources of conservatism, the difference between the 

allowable creep-fatigue cycles obtained using the two codes can be justified by the following: 

• the approach in R5 takes into account the weld geometry (weld cap angle) and its 

treatment (dressed or undressed). These aspects are not considered in RCC-MRx.  

• In the case of undressed and the presence of weld cap angle, the applied stress is 

enhanced using the SCF which can have a direct impact on the allowable cycles. 

 

 

  



2.4.3. 316L welded to 10CrMo9-10 

Previous sections highlighted that RCC-MRx is more conservative than R5 for both parent 

and welded materials. In this section, we analyze how RCC-MRx compares to experimental 

testing data in terms of conservatism. 

 
a) RCC-MRx assessment 

FIGURE 13 and FIGURE 14 represent the creep and fatigue curves available in RCC-MRx 

for 316L and 10CrMo9-10. According to these figures, 10CrMo9-10 is selected for the creep-

fatigue assessment using RCC-MRx as it is the weakest material in terms of creep-fatigue 

resistance, and so 10CrMo9-10 behaviour dictates the service life of this weldment (full 

penetration, Type I.1) under total stress range of 400 MPa. 
 

 
FIGURE 13: Lower bound allowable creep rupture stress range values vs creep hours at 550 °C from RCC-MRx [11] 

 

 

FIGURE 14: Lower bound allowable fatigue strain range values vs numbers of fatigue cycles at 550 °C from  

RCC-MRx [11] 

Considering 10CrMo9-10 alone, using creep curves (Table A3.14AS.53 in [11]), the allowable 

creep hours are 11.59 hours. 

As specific data related to the 10CrMo9-10 welds is unavailable in the RCC-MRx, the welding 

parameters given in A9.J3S, related to 316L, were used. The estimated allowable creep hours 

in the weld are 8 hours. 

Using fatigue curves (Table A3.14AS.47 in [11]) and the total strain calculated using the 

available data in A3.14AS (related to 10CrMo9-10) and A3.16AS (related to 2 ¼ Cr1Mo in the 

absence of appropriate cyclic data for 10CrMo9-10), allowable fatigue cycles were estimated.  
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The creep strain used for fatigue assessment was calculated using the creep law of 316L (A3.54 

[11]) as this law is not available in [11] for 10CrMo9-10.  

Currently, in RCC-MRx [11] there are no rules dedicated to the creep-fatigue assessment on 

such types of EBW dissimilar metal welds considering the impact of the welding on the 

modification of materials properties especially in the case of dissimilar metals. The 

introduction of such weldments in the RCC-MRx creep-fatigue assessment is in progress. 

TABLE 5 provides allowable cycles for various combinations of creep and fatigue, obtained 

using FIGURE 4a. 

TABLE 5: Creep-fatigue assessment of 316L joined to 10CrMo9-10 using RCC-MRx 

Dwell time 

(hours) 

Creep usage 

fraction W 

Allowable 

cycles 

Fatigue 

usage 

fraction V 

2 0.25 320 0.42 

3 0.38 175 0.26 

5 0.63 90 0.15 

7 0.88 25 0.04 

7.5 0.94 18 0.03 

 

From the comparison between the life assessment of 316L parent and 316 similar welded 

material, the selected weld factors applied have a significant impact on the results. This impact 

is particularly noteworthy as it significantly diminishes the permissible cycle count. For an 

identical dwell time of 300 hours, the allowable cycles decrease significantly from 240 cycles 

for the 316L parent material to 100 cycles for the welded sample. 

In the context of dissimilar welds, beyond the influence of selected weld factors, the careful 

selection of the weakest material is crucial, as it dictates the service life. Notably, in the case 

of 10CrMo9-10, despite having a higher Sm than 316L at 550 ℃, its creep-fatigue resistance 

properties are comparatively weaker than 316L, and so the failure is predicted in 10CrMo9-10. 

Therefore, the material selection process must be executed judiciously, considering not only 

the thermophysical properties but also the specific creep-fatigue resistance characteristics.  

 

b) Experimental validation 

316L plate was welded to 10CrMo9-10 using an autogenous EBW technique (I=200mA; 

E=80kV; speed=6mm/s; working distance=560mm) at NAMRC [21].  

The microstructure of the weld zone around the interface is represented in FIGURE 15. The 

grain size and their orientation are represented in FIGURE 15a. The grains of both metals 

exhibit a random orientation due to the nature of their formation and solidification process 

during manufacturing. 10CrMo9-10 has finer grains. 

The narrow layer corresponding to the interface is clearly highlighted in FIGURE 15b in 

addition to the diffusion of the ferrite and the austenite into each other. 

 



 
-a-        -b- 

FIGURE 15: EBSD analysis of the weld interface 

 

Creep-fatigue samples were extracted from the EBW plates as represented FIGURE 16a.  
 

 
-a- 

 

 
-b- 

FIGURE 16: Creep-fatigue sample before (-a-) and after (-b-) testing 

A strain-controlled creep-fatigue test [22] was conducted considering demanding creep 

conditions (11 hours dwell time) to determine the number of cycles needed before sample 

failure. The applied strain was calculated using Eq. (7) and was 0.42%. At these conditions, the 

sample is expected to fail within the first cycle. Two samples were tested and the axial strain 

was measured using two capacitive extensometers, with a 13 mm spacing between them, thus 

including the welding zone. The hysteresis creep-fatigue curves are represented in FIGURE 

17. 
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FIGURE 17: Experimental hysteresis curve for 316L to 10CrMo9-10 DMW 

 

Both EBW samples exhibit reproducible cyclic stress-strain responses characterized by stress 

relaxation during the dwell time. Both hysteresis loops underline the cyclic plastic deformation, 

with the area enclosed by the loops representing the energy dissipated during each loading 

cycle. This indicates consistent material properties and behaviour due to the autogenous EBW 

process. 

Both samples exhibit a noticeable reduction in yield strength in compression compared to 

tension, demonstrating the Bauschinger effect [23], [24]. This effect is characterized by a lower 

yield stress in the opposite loading direction after the material has been pre-strained. This is 

due to the internal stress and microstructural changes caused by the prior plastic deformation 

in the opposite direction.  

According to RCC-MRx calculations, the allowable creep hours in the weld are 8 hours. 

Consequently, the samples were expected to fail within the first cycles. However, despite 

conducting 19 cycles (sample 1) and 4 cycles (sample 2), the samples did not fail. This can be 

justified by the following: 

• selecting 10CrMo9-10 for the creep-fatigue assessment using RCC-MRx as the weakest 

material in terms of creep and fatigue resistance (FIGURE 14 and FIGURE 15) is very 

conservative and may not be representative of the autogenous EBW whose properties 

might be closer to 316L than to 10CrMo9-10. From the oxidized surface represented in 

FIGURE 16b, it is noticed that the weld zone combines both materials due to diffusion. 

The oxidation occurs in the ferritic 10CrMo9-10 steel. The oxide scale thickness 

increases as a function of temperature and time [25]. The sample represented in 

FIGURE 16b was tested at 550 ℃. 

• the Version 2018 of RCC-MRx [11] doesn’t consider the creep relaxation. The 

experimental test is strain-controlled and hence the stress relaxes and a limited strain 

can accumulate. Consequently, the time spent at high stress during dwell is brief, 

resulting in minimal accumulated creep strain and reduced time under high stress. The 

2022 version, however, includes creep relaxation considerations. 

• creep and fatigue data selected correspond to the lower bound allowable creep rupture 

stress and the lower bound allowable fatigue strain range which are used for the design 

rules and so are conservative in comparison with the average values. 

  



3. CONCLUSION 

 

This paper presents a comparative analysis of two assessment procedures, R5 and  

RCC-MRx, utilized for ensuring the safe and reliable design of specific components in fusion 

applications, with a focus on DEMO components currently in development. It offers an 

overview of the creep-fatigue assessment methods of R5 (detailed and simplified approaches) 

and RCC-MRx, highlighting their differences and similarities. The comparison is initiated by 

analyzing the material properties of 316L under conditions identical to those used in R5 and 

RCC-MRx, exploring the impact of varying factors on the assessment, and comparing the 

calculated total strain required for creep-fatigue assessment of each procedure for 316L at  

550 °C. Results indicate that RCC-MRx exhibits greater conservatism under these conditions. 

The main observed sources of conservatism are: 

• the differences in material properties in R66 used for R5 assessment and those is 

RCC-MRx for the same materials at the same conditions. 

• the calculation of the fatigue damage per cycle is related to crack nucleation and 

can be adjusted to account for the initiation of a defect of a given size, whereas the 

RCC-MRx uses the endurance curves defined from a specific load drop which can 

correspond to a relatively large crack size. 

Furthermore, a creep-fatigue life assessment, including weld assessment approaches, was 

conducted for 316L and similar metal weld (316L-to-316L) using R5 and RCC-MRx. The 

difference between the allowable creep-fatigue cycles obtained using the two procedures can 

be attributed to the above sources of conservatism in RCC-MRx. Besides, although they 

weren’t considered here, the residual stresses are considered in weld R5 assessment and may 

also have a direct impact on the allowable cycles. 

Additionally, DMW 316L-to-10CrMo9-10 were prepared using the EBW technique. The 

microstructure investigation underlined the weld interface, diffusion of the ferrite and the 

austenite into each other, the grain size distribution and their random orientation. The creep-

fatigue experiments on these Electron Beam dissimilar metal weldments confirmed 

reproducible cyclic stress-strain responses characterized by stress relaxation during the dwell 

time, and so consistent material properties obtained using autogenous EBW. Experimental tests 

are conducted on these samples and compared to the predicted service life assessment. These 

test results further validate the conservatism of the RCC-MRx assessment.  
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